HULL CONSTRUCTION: 
THE OUTSIDE OF THE HULL IS PAINTED WITH A VINYLESTER GELCOAT. 
THE HULL IS COMPLETELY MADE OF REINFORCED VINYLESTER RESIN WITH BIAXIAL E-GLASS FIBER. 
THE LONGITUDINAL STRENGTHENED FRAME IS BUILT WITH 6 SPARS LOCATED ON THE BOTTOM AND 2 SPARS POSITIONED ON THE SIDES OF HULL. 
THE FLAT ARCHES OF BOTH SPARS ARE IN CARBON. 
THE TRANSVERSAL STRENGTHENED FRAME IS BUILT WITH RIBS AND FLOORS.
ALL STRUCTURES ARE MADE OF VINYLESTER RESIN AND BIAXIAL E-GLASS FIBER. 
THE STRUCTURAL AND PARTITION BULKHEADS OF THE PREMISES ARE MADE SANDWICH-LIKE WITH PVC AND VINYLESTER RESIN AND BIAXIAL E-GLASS FIBER.
THE BOX WITH FRESH WATER AND THE FUEL TANKS ARE MADE IN GFRP, TREATED WITH GLASS-FLEX, PLACED BETWEEN 2 ORDERS AND INJECTED WITH POLYURETHANE FOAM.
DECK CONSTRUCTION: 
THE OUTSIDE PAINTING OF THE DECK IS REALIZED WITH VINYLESTER GELCOAT. 
THE DECK IS ENTIRELY MADE WITH VINYLESTER RESIN, REINFORCED WITH A BIAXIAL E-GLASS FIBER, A SANDWICH-LIKE DECK FLOORING OUT OF PVC AND COREMAT ON THE VERTICAL WALLS.
EQUIPMENT: 
1 MAGNETIC COMPASS 
1 GPS 
1 VHF RADIO 
1 MOBILE BAR 
1 REFRIGERATOR 180 LT 
INDUCTION COOKING PLATES 
KITCHEN BOARD FULLY COVERED IN CORIAN 
BATHROOM FULLY COVERED IN CORIAN 
FULL INSTRUMENTATION 
ELECTRIC ANCHOR WINCH WITH STAINLESS STEEL ANCHOR
CENTRAL LIGHTWELL ON THE BOW FULLY BUILT IN CRYSTAL
TELEVISION WITH LCD SCREEN 
BOAT COVER 
SLIDING ROOF AWNING 
CENTRALIZED BOSE SYSTEM IN COCKPIT -DINETTE.
SAFETY EQUIPMENT: 
THE SAFETY EQUIPMENT IS COMPLETE AS THE R.I.N.A. LAW PROVIDES BY CATEGORY OF VESSEL.
